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Replace the headlight in a '98-'02 Honda Accord
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INTRODUCTION

Replace a shattered or fogged headlight unit in your '98-'02 Honda Accord.

TOOLS:
Ratcheting Socket Wrench (1)
Flathead Screwdriver (1)
Phillips #1 Screwdriver (1)
10mm Socket (1)
Socket 8mm (1)

PARTS:
Headlight (1)

Honda OEM or Aftermarket headlight
assembly
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https://www.amazon.com/TEKTON-8-Inch-Drive-Ratchet-SRH01108/dp/B07GHX35X8/
file:///Store/Tools/6-in-1-Screwdriver/IF145-067
file:///Store/Tools/Phillips-1-Screwdriver/IF145-021
http://www.amazon.com/TEKTON-14142-8-Inch-Shallow-6-Point/dp/B000NY7A10/ref=sr_1_2?ie=UTF8&qid=1431011227&sr=8-2&keywords=10+mm+socket
http://www.amazon.com/TEKTON-14140-Shallow-Socket-6-Point/dp/B000NY8PVE/
file:///Item/Headlight


Step 1 — Headlight Disconnect

  

Pull on the hood release lever just inside the passenger door to pop the hood.

Locate the hood release latch under the hood. Use one hand to press up on the latch while you lift
the hood.



Insert the hood prop rod into the hole in the hood marked with an arrow.
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Step 2

 

Locate the head light bulbs and connectors directly behind the headlights and on either side of the
engine bay.



Detach the head light connectors by pushing on the lever on the top of the connector and pulling it
straight down.



If needed, you can disconnect the air intake (next to the battery) to get some extra wiggle room
in order to detach the head light connector on the passenger side. If you remove the air intake,
be sure to plug both sides with a clean, lint-free cloth so that nothing gets inside while you work.
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Step 3 — Front Bumper

 

Locate and remove the bolts in the front of the wheel well on the either side of the car using a #1
Phillips screw driver or an 8 mm socket wrench.



Locate the bolts on the bottom of both corners of the bumper and remove them using an 8 mm
socket wrench or box end wrench.



Step 4

  

Locate the plastic push pins along the bottom of the bumper.

Use a small thin prying device, such as a flathead screwdriver, to pop the heads of the push pin
up. Then remove the entire push pin assembly from their holes.
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Step 5

  

Remove the push pins on the two raised portions of the bumper next to the inside of the
headlights.



There are four clips along the top of the bumper still holding it in place. Gently lift the bumper while
pulling it away from the car to free the clips and remove the bumper.



Step 6 — Headlights

  

Remove the three 10 mm hex bolts securing the headlight bracket by turning them counter-
clockwise with either a socket wrench or box end wrench,



One bolt will be under the outer edge of the headlight. The remaining two bolts will be located
under the headlight with the bolt heads pointed towards the side panels.



Remove the headlight bracket by pulling it straight out.
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Step 7

Locate the blinker light bulb
assembly, it will be accessible from
below the headlight, near the wheel
well.



Disconnect the connector or remove
the light bulb assembly by turning it
counter-clockwise and pulling it out.
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Step 8

 

Remove the 10 mm bolt on top of the headlight using a socket wrench or box end wrench.

Remove the metal clip.

Pull the headlight straight away from the car.

Do not attempt to fully remove the headlight. There is still one connection left.
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To reassemble your device, follow these instructions in reverse order.

Step 9

 

Locate the front marker light connector. It is along the bottom of the headlight.

Turn the marker light counterclockwise and remove it from the headlight.
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