
PowerBook 180 Modem Replacement
Installing or removing the modem from the PowerBook 180.
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TOOLS:
T8 Torx Screwdriver (1)
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https://store.ifixit.fr/products/tr8-torx-security-screwdriver


Step 1 — Modem

 

Remove the Ni-Cad battery from the PowerBook 180.

Slide the arrows toward the front of the computer until the battery can slide out.
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Step 2

 

Removing the screws securing the bottom plate from the PowerBook 180.

There are 5 Torx T8 screws, 4 of which are located on the bottom and 1 on the back above the
modem port.



Step 3

 

Your computer should look like the two pictures after the bottom plate is removed.
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To reassemble your device, follow these instructions in reverse order.

Step 4

 

Locate the modem board, which is next to the DC-in port.

There are two Torx T8 screws marked in red in the pictures. Remove these screws and pull up on
the modem board to remove.



To reassemble your PowerBook, follow these instructions in reverse.

PowerBook 180 Modem Replacement Draft: 2019-05-15Guide ID: 7393 -

This document was generated on 2021-01-10 08:43:26 PM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 5 of 5


	PowerBook 180 Modem Replacement
	Written By: Jack Byrnes

	TOOLS:
	Step 1 — Modem
	Step 2
	Step 3
	Step 4


